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Low-soda alumina (AL series) 

＜Typical properties of common grades＞

＜Particle Size Distribution＞

※1 Loss on ignition

＜SEM Images＞

＜Features and Advantages＞

AL-45-C AL-30

2μm2μm

1. AL series is α-alumina which has reduced soda 
content. AL series has several crystal sizes, shapes, 
and distributions in production. 

2. AL series has excellent dispersability, making it 
suitable for thermal filler.

3. Extra fine alumina particles are used as an 
ingredient in resins alongside coarse ingredients. 

Resonac Corporation, High Performance Materials Business Headquarters, Ceramics Business Unit, 
Marketing Department, Functional Ceramics Group
Tokyo Shiodome Bldg., 1-9-1, Higashi-Shimbashi, Minato-ku, Tokyo 105-7325, JAPAN

AL-47SG-M
(Development)

AL-45-AA AL-47-1 AL-45-C AL-30 AL-45-H AL-24

Chemical
Compositio

n

L.O.I  ※1 ％ 0.53 0.25 0.29 0.22 0.15 0.19 0.15

Fe2O3 ％ 0.02 0.02 0.01 0.02 0.02 0.02 0.01

SiO2 ％ 0.03 0.02 0.03 0.08 0.06 0.03 0.03

Na2O ％ 0.04 0.03 0.05 0.04 0.04 0.02 0.03

Al2O3 ％ 99.38 99.68 99.62 99.64 99.73 99.75 99.78

Mean Particle Size (d50) μm 0.6 0.8 1.0 1.5 2.1 2.6 3.1

BET Specific Surface Area m2/g 5.6 3.6 3.2 1.9 1.4 1.5 1.3

Bulk 
Density

Loose g/cm3 0.8 0.7 0.7 0.8 0.7 0.9 0.9

Tap g/cm3 1.3 1.2 1.1 1.1 1.1 1.4 1.4
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※Laser Diffraction ＆ Scattering
Method Analyzer

※The data shown above are representative figures. They are not guaranteed values.
※Please refer to the Safety Data Sheet (SDS) before use.
※This product is intended for industrial use only.


